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9/17/16 I1716-429 n/a 29 Roof R porch Asphaltic felt Non-friable n/a N n/a NAD

9/17/16 I1716-430 n/a 30 Roof R porch Asphaltic felt Non-friable n/a N n/a NAD

9/17/16 I1716-431 n/a 31 Roof R porch White asphaltic shingle Non-friable n/a N n/a NAD

9/17/16 I1716-432 n/a 32 Roof R porch White asphaltic shingle Non-friable n/a N n/a NAD

9/17/16 I1716-433 n/a 33 Roof Main front Green asphaltic shingle Non-friable n/a O n/a NAD

9/17/16 I1716-434 n/a 34 Roof Main front Green asphaltic shingle Non-friable n/a O n/a NAD

9/17/16 I1716-435 n/a 35 Roof Rear patched Brown asphaltic shingle Non-friable n/a P n/a NAD

9/17/16 I1716-436 n/a 36 Roof Rear patched Brown asphaltic shingle Non-friable n/a P n/a NAD

9/17/16 I1716-437 n/a 37 Roof R side Asphaltic flashing cement Non-friable n/a Q n/a NAD

9/17/16 I1716-438 n/a 38 Roof R side Asphaltic flashing cement Non-friable n/a Q n/a NAD

NAD = No asbestos 

PS = Positive Stop: the sample or layered system is presumed to contain asbestos

H.A. = Homogeneous Area

PROJECT: 222 WEST HENRY STREET, ELMIRA, NY

Pre-Demolition Asbestos Survey

Table 1 - Summary of Results

Table 1 Notes:

Orange highlighting indicates samples with greater than 1% asbestos - POSITIVE or presumed


