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October 18, 2011 

 
Ms. Claire Foster 
Remediation Division 
Connecticut Department of Energy & Environmental Protection 
79 Elm Street 
Hartford, CT  06106 

RE: RESPONSE TO CT DEEP COMMENTS; FORMER FAFNIR BEARING 
COMPANY, 263 MYRTLE STREET (FORMERLY 37 BOOTH STREET), NEW 
BRITAIN, CONNECTICUT   (HRP #NEW4914.RA) 

Dear Ms. Foster: 

On behalf of the City of New Britain, HRP Associates, Inc. (HRP) has prepared this 
letter in response to your comments on the April 2010 “Soil Closure Report” and the 
August 2009 letter from the City pertaining to the DEEP’s comments on the “Vapor 
Intrusion, Mitigation, Operation & Maintenance Plan” dated October 3, 2011.   
 
Each of your comments are reiterated and addressed below and the requested 
documentation is attached. 
 

1. “The Easement Map Depicting Environmental Land Use Restriction (ELUR) 
Subject Areas notes that inaccessible soil in areas B, C, D and E shall not be 
disturbed.  Because there are additional areas on the site where soil 
contamination exceeds IC DEC less than 15 feet from the surface (e.g. RA-6 
on cross section B), soil at the entire property must be rendered 
inaccessible.” 

Soil Management Closure Report 

The Easement map depicting the ELUR subject areas has been revised and 
redefined Subject Area D as all areas of the property exterior of the building 
footprint.  The ELUR requirement assigned to this subject area renders all site 
soil not located beneath the building inaccessible.  More specifically, the 
ELUR requirement is defined as follows: 

“Disturbance: Inaccessible soil exceeding the industrial/commercial 
direct exposure criteria at Subject Area D, which is located more than 
four (4) feet below the ground surface, shall not be disturbed or 
exposed by activities such as demolition, excavation or other intrusive 
activities.” 

The revised figure showing the ELUR subject areas and requirements, as well 
as the revised page from the Soil Closure Report detailing these areas 
(discussed below) are attached as Appendix A. 
 

2. “The Soil Management Plan included cross sections for proposed grading on 
site and locations of contaminated soil, but the Closure Report did not 
include current cross section.  Updated cross sections of the current grading 
and remedial areas must be provided.” 
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The cross sections showing former buildings and soil remedial areas that were originally included 
in the Soil Management Plan have been revised to show current site grading in relation to the 
former features.  These revised cross sections are attached as Appendix B. 
 

3. “Documentation must be provided that soil vapor sampling points within the building have been 
permanently capped to prevent possible vapor intrusion.” 

The soil vapor sampling points located inside the site building are constructed of PVC at a height of 
approximately 1 to 2 feet above the floor grade.  These points are capped and the interstitial space 
between the floor and the riser is sealed with concrete and caulk to prevent possible vapor 
intrusion. 

 
4. “The Easement Map Depicting ELUR Subject Areas and page 25 of the Closure Report do not 

describe the same restrictions that will be included in the ELUR.  Taking into account changes 
noted in Comment 1 of this letter, these two sections must be updated to correspond with each 
other.” 

Page 25 of the Soil Closure Report which details the requirements of the ELUR has been revised to 
correlate with the updated ELUR Easement Map and is included with the revised figure in 
Appendix A. 

 

1. “…as built plans detailing the vapor mitigation system should be kept on file at the town offices in 
perpetuity so possible future owners of the property will have access to them.  As an alternative, 
these documents may be submitted to the Department for inclusion into the project file.  Please 
inform me of your plans in regard to this matter.” 

Vapor Intrusion, Mitigation, Operation & Maintenance Plan 

The City of New Britain has a copy of the specific construction details of the vapor mitigation 
system, as they were provided in the approved plan, and will maintain a copy on file at the town 
offices. 

 
If you have any questions or require additional information, please feel free to contact HRP at (860) 674-
9570. 
 
Sincerely, 
 
HRP ASSOCIATES, INC. 

   
Stefanie A. Kreipovich  Scot Kuhn, LEP 
Senior Project Geologist  Senior Project Manager 

 
Attachments 
 
cc: Mark Moriarty, City of New Britain 
 Michael Lombardi, Centerplan 
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APPENDIX A 
 

REVISED ELUR FIGURE & SECTION 10.1 OF SOIL CLOSURE REPORT
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10.0 CONCLUSION OF SUBSURFACE WORK 

Following the completion of all excavation activities, soil relocation and the final placement of all 
fill materials, the ground surface was re-graded to accommodate the new building and surrounding 
grade.  This indicated the end of active subsurface soil management.  The new site elevations and 
grade are indicated on the attached Topographic Plan, prepared by O’Brien Associates, Inc. for the 
City of New Britain.  It should be noted that following the preparation of this figure, additional 
material was added to the area off the southeast corner of the site building (as discussed below).  
This portion of the site was resurveyed by Mizzy Construction, Inc. and their figure indicating the 
new elevations in this area is attached. 

10.1 Environmental Land Use Restriction (ELUR) 

An ELUR was prepared for the site and is currently under review.  The ELUR will be 
placed on the land records for the site to meet the requirements of the RSR (22a-133k-1 
through 22a-133k-3 of the Regulations of State Agencies).  The ELUR will restrict current 
and future use of the site to commercial and/or industrial; and will also prohibit certain 
activities within the defined Subject Areas, as depicted on Easement Map Depicting 
Environmental Land Use Restriction Subject Areas (attached) prepared by O’Brien 
Associates, Inc. for the City of New Britain.  
 
The Subject Areas include: 
 

 the entire Property (Subject Area A) 
 an area immediately adjacent and parallel to the northern wall of the site 

building (Subject Area B) 
 an area immediately adjacent and parallel to the southern building wall (Subject 

Area C) 
 an area beneath the footprint of the site building (Subject Area D) 
 an area at the southeastern corner of the Property (Subject Area E) 

 
The ELUR will prohibit the disturbance of polluted soils that are located greater than four 
feet below grade in Subject Areas A, B, and C; requires that the site building be maintained 
to isolate polluted soils in Subject Area D and will prohibit the construction of any building 
in Subject Area E. 
 
Additional soil cover was added Subject Area C (along the southeast corner of the new site 
building) to comply with RSR requirements for at least 4 ft of fill must cover remaining 
impacted soils.  The additional cover material raised the ground elevation in this area from 
approximately 327 ft above sea level to approximately 329 ft above sea level.  This 
elevation provides the required 4 ft of clean fill to cover the remaining impacted soils 
(located at an elevation of approximately 323 ft above sea level in this area).  Refer to 
Mizzy Construction, Inc.’s Grading As-Built figure (attached) for the correct elevations in 
this area. 
 
Because compliance with the I/C VC has been demonstrated in soil gas beneath the 
footprint of the building, the I/C VC will not apply to groundwater beneath the site when 
the ELUR is in place.  The ELUR will also ensure that the building remains in place and 
prevent disturbances to the soils which exceed the ICDEC numeric criteria in localized 
areas of the property.   
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APPENDIX B 
 

REVISED CROSS SECTIONS 














